COMMERCIAL METALWORK SERIES M C 1 2

The McBride MC12 baffle is designed for Public
Address Systems to provide a sturdy speaker mount,
speaker protection, and an attractive finished
appearance.

The MC12 is of one piece construction and uses
heavy gauge steel for extra rigidity and resistance to
warping. The MC12 utilizes standard screw mounting
for use with our MC40E back box. The MC12 baffle is
available as a pre-assembled unit with various
combinations of our quality 4 or 5 inch speakers and
line matching transformers.

All McBride baffles are finished in satin white with a
tough baked enamel for resistance to chipping and
corrosion.
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ARCHITECTURAL SPECIFICATIONS McBRIDE TECH SPECS

MODEL MC12 Model Number: MC12 (standard).

The Flush Ceiling Balfle Shall be a McBride Mode/ | Baffle Type: Circular ceiling baffle with

MC72. The baffle shall be constructed of heavy gauge circular perforated sound

steel, finished in satin white baked enamel and shall area.

measure 8-5/8 inches in diameter and 3/16 inches . ;

deep. The 4 or 5 inch McBride loudspeaker shall mount | SPeaker Size: 4 or 5 inch.

on concealed studs. Four holes shall be provided to [ Speaker Mounting: Concealed studs, 4 places.

(use MC40E back box ).

Diameter: 8-5/8 inches.
Depth: 3/16 inches.
Weight: Approx. 10 ounces.
Finish: Satin white baked enamel.
Packaging: 40 to a carton.

DISTRIBUTED IN CANADA BY:
McBRIDE Tel: (519) 884-3500

M Fax: (519) 884-0193

LOUDSPEAKER SOURCE LTD.
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